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The increasing presence of utility-scale solar pho-
tovoltaic (PV) systems (sometimes referred to as
solar farms) is a rather new development in North 
Carolina’s landscape. Due to the new and un-
known nature of this technology, it is natural for 
communities near such developments to be con-
cerned about health and safety impacts. Unfortu-
nately, the quick emergence of utility-scale solar 
has cultivated fertile grounds for myths and half-
truths about the health impacts of this technology, 
which can lead to unnecessary fear and conflict.

Photovoltaic (PV) technologies and solar inverters 
are not known to pose any significant health dan-
gers to their neighbors. The most important dan-
gers posed are increased highway traffic during 
the relative short construction period and dangers 
posed to trespassers of contact with high voltage 
equipment. This latter risk is mitigated by signage 
and the security measures that industry uses to 
deter trespassing. As will be discussed in more 
detail below, risks of site contamination are much 
less than for most other industrial uses because 
PV technologies employ few toxic chemicals and 
those used are used in very small quantities. Due 
to the reduction in the pollution from fossil-fu-
el-fired electric generators, the overall impact of 
solar development on human health is overwhelm-
ingly positive. This pollution reduction results from 
a partial replacement of fossil-fuel fired generation 
by emission-free PV-generated electricity, which 
reduces harmful sulfur dioxide (SO2), nitrogen ox-
ides (NOx), and fine particulate matter (PM2.5). 
Analysis from the National Renewable Energy 
Laboratory and the Lawrence Berkeley National 
Laboratory, both affiliates of the U.S. Department 
of Energy, estimates the health-related air quali-
ty benefits to the southeast region from solar PV 
generators to be worth 8.0 ¢ per kilowatt-hour of 
solar generation.1

This is in addition to the value of the electricity and 
suggests that the air quality benefits of solar are 
worth more than the electricity itself.

Even though we have only recently seen large-
scale installation of PV technologies, the technol-
ogy and its potential impacts have been studied 
since the 1950s. A combination of this solar-spe-
cific research and general scientific research has 
led to the scientific community having a good un-
derstanding of the science behind potential health 
and safety impacts of solar energy. This paper uti-
lizes the latest scientific literature and knowledge 
of solar practices in N.C. to address the health 
and safety risks associated with solar PV technol-
ogy. These risks are extremely small, far less than 
those associated with common activities such as 
driving a car, and vastly outweighed by health ben-
efits of the generation of clean electricity.

This paper addresses the potential health and 
safety impacts of solar PV development in North
Carolina, organized into the following four catego-
ries:
(1) Hazardous Materials
(2) Electromagnetic Fields (EMF)
(3) Electric Shock and Arc Flash
(4) Fire Safety

1 • Hazardous Materials
One of the more common concerns towards solar 
is that the panels (referred to as “modules” in the 
solar industry) consist of toxic materials that en-
danger public health. However, as shown in this 
section, solar energy systems may contain small 
amounts of toxic materials, but these materials do 
not endanger public health. To understand poten-
tial toxic hazards coming from a solar project, one



must understand system installation, materials 
used, the panel end-of-life protocols, and system 
operation. This section will examine these aspects 
of a solar farm and the potential for toxicity im-
pacts in the following subsections:

(1.2) Project Installation/Construction
(1.2) System Components

1.2.1 Solar Panels: Construction and Durability
1.2.2 Photovoltaic technologies

(a) Crystalline Silicon
(b) Cadmium Telluride (CdTe)
(c) CIS/CIGS

1.2.3 Panel End of Life Management
1.2.4 Non-panel System Components

(1.3) Operations and Maintenance

1.1 Project Installation/
Construction
The system installation, or construction, process 
does not require toxic chemicals or processes. The 
site is mechanically cleared of large vegetation, 
fences are constructed, and the land is surveyed 
to layout exact installation locations. Trenches for 
underground wiring are dug and support posts are 
driven into the ground. The solar panels are bolt-
ed to steel and aluminum support structures and 
wired together. Inverter pads are installed, and 
an inverter and transformer are installed on each 
pad. Once everything is connected, the system is 
tested, and only then turned on.
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Figure 1: Utility-scale solar facility (5 MWAC) located in Catawba County. Source: Strata Solar



Solar PV panels typically consist of glass, polymer, 
aluminum, copper, and semiconductor materials 
that can be recovered and recycled at the end of 
their useful life.2 Today there are two PV technol-
ogies used in PV panels at utility-scale solar facil-
ities, silicon, and thin film. As of 2016, all thin film 
used in North Carolina solar facilities are cadmium 
telluride (CdTe) panels from the US manufacturer 
First Solar, but there are other thin film PV panels 
available on the market, such as Solar Frontier’s 
CIGS panels. Crystalline silicon technology con-
sists of silicon wafers which are made into cells 

and assembled into panels, thin film technologies 
consist of thin layers of semiconductor material 
deposited onto glass, polymer or metal substrates. 
While there are differences in the components and 
manufacturing processes of these two types of so-
lar technologies, many aspects of their PV panel 
construction are very similar. Specifics about each 
type of PV chemistry as it relates to toxicity are 
covered in subsections a, b, and c in section 1.2.2; 
on crystalline silicon, cadmium telluride, and CIS/
CIGS respectively. The rest of this section applies 
equally to both silicon and thin film panels.

1.2 • System Components
1.2.1 Solar Panels: Construction and Durability
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To provide decades of corrosion-free operation, 
PV cells in PV panels are encapsulated from air 
and moisture between two layers of plastic. The 
encapsulation layers are protected on the top with 
a layer of tempered glass and on the backside 
with a polymer sheet. Frameless modules include 
a protective layer of glass on the rear of the pan-
el, which may also be tempered. The plastic eth-
ylene-vinyl acetate (EVA) commonly provides the 

cell encapsulation. For decades, this same mate-
rial has been used between layers of tempered 
glass to give car windshields and hurricane win-
dows their great strength. In the same way that 
a car windshield cracks but stays intact, the EVA 
layers in PV panels keep broken panels intact 
(see Figure 4). Thus, a damaged module does not 
generally create small pieces of debris; instead, it 
largely remains together as one piece.
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Figure 4: The mangled PV panels in this picture illustrate the nature of broken solar panels; 
the glass cracks but the panel is still in one piece. Image Source: http://img.alibaba.com/pho-
to/115259576/broken_solar_panel.jpg

PV panels constructed with the same basic com-
ponents as modern panels have been installed 
across the globe for well over thirty years.3 The 
long-term durability and performance demonstrat-
ed over these decades, as well as the results of 
accelerated lifetime testing, helped lead to an in-
dustrystandard 25-year power production warran-
ty for PV panels. These power warranties warrant 
a PV panel to produce at least 80% of their origi-
nal nameplate production after 25 years of use. A 
recent SolarCity and DNV GL study reported that 
today’s quality PV panels should be expected to 
reliably and efficiently produce power for thirty-five 
years.4

Local building codes require all structures, includ-
ing ground mounted solar arrays, to be engineered 
to withstand anticipated wind speeds, as defined 
by the local wind speed requirements. Many rack-

ing products are available in versions engineered 
for wind speeds of up to 150 miles per hour, which
is significantly higher than the wind speed require-
ment anywhere in North Carolina. The strength of 
PV mounting structures were demonstrated during 
Hurricane Sandy in 2012 and again during Hurri-
cane Matthew in 2016. During Hurricane Sandy, 
the many large-scale solar facilities in New Jer-
sey and New York at that time suffered only minor 
damage.5 In the fall of 2016, the US and Carib-
bean experienced destructive winds and torrential 
rains from Hurricane Matthew, yet one leading so-
lar tracker manufacturer reported that their numer-
ous systems in the impacted area received zero 
damage from wind or flooding.6

In the event of a catastrophic event capable of dam-
aging solar equipment, such as a tornado, the sys-
tem will almost certainly have property insurance



May 2017 | Version 1 7

that will cover the cost to cleanup and repair the 
project. It is in the best interest of the system own-
er to protect their investment against such risks. It 
is also in their interest to get the project repaired 
and producing full power as soon as possible. 
Therefore, the investment in adequate insurance 
is a wise business practice for the system owner. 
For the same reasons, adequate insurance cover-
age is also generally a requirement of the bank or 
firm providing financing for the project.

1.2.2 Photovoltaic (PV) 
Technologies
a. Crystalline Silicon

This subsection explores the toxicity of sili-
con-based PV panels and concludes that they do 
not pose a material risk of toxicity to public health 
and safety. Modern crystalline silicon PV panels, 
which account for over 90% of solar PV panels 
installed today, are, more or less, a commodity 
product. The overwhelming majority of panels 
installed in North Carolina are crystalline silicon 
panels that are informally classified as Tier I pan-
els. Tier I panels are from well-respected manu-
facturers that have a good chance of being able 
to honor warranty claims. Tier I panels are under-
stood to be of high quality, with predictable perfor-
mance, durability, and content. Well over 80% (by 
weight) of the content of a PV panel is the tem-
pered glass front and the aluminum frame, both of 
which are common building materials. Most of the 
remaining portion are common plastics, including 
polyethylene terephthalate in the backsheet, EVA 
encapsulation of the PV cells, polyphenyl ether in 
the junction box, and polyethylene insulation on 
the wire leads. The active, working components 
of the system are the silicon photovoltaic cells, 
the small electrical leads connecting them togeth-
er, and to the wires coming out of the back of the 
panel. The electricity generating and conducting 
components makeup less than 5% of the weight 

of most panels. The PV cell itself is nearly 100% 
silicon, and silicon is the second most common 
element in the Earth’s crust. The silicon for PV 
cells is obtained by high-temperature processing 
of quartz sand (SiO2) that removes its oxygen 
molecules. The refined silicon is converted to a 
PV cell by adding extremely small amounts of bo-
ron and phosphorus, both of which are common 
and of very low toxicity.

The other minor components of the PV cell are 
also generally benign; however, some contain 
lead, which is a human toxicant that is particularly 
harmful to young children. The minor components 
include an extremely thin antireflective coating 
(silicon nitride or titanium dioxide), a thin layer of 
aluminum on the rear, and thin strips of silver alloy 
that are screen-printed on the front and rear of cell.7 
In order for the front and rear electrodes to make 
effective electrical contact with the proper layer of 
the PV cell, other materials (called glass frit) are 
mixed with the silver alloy and then heated to etch 
the metals into the cell. This glass frit historically 
contains a small amount of lead (Pb) in the form of 
lead oxide. The 60 or 72 PV cells in a PV panel are 
connected by soldering thin solder-covered cop-
per tabs from the back of one cell to the front of the 
next cell. Traditionally a tin-based solder contain-
ing some lead (Pb) is used, but some manufactur-
ers have switched to lead-free solder. The glass 
frit and/or the solder may contain trace amounts of 
other metals, potentially including some with hu-
man toxicity such as cadmium. However, testing 
to simulate the potential for leaching from broken 
panels, which is discussed in more detail below, 
did not find a potential toxicity threat from these 
trace elements. Therefore, the tiny amount of lead 
in the grass frit and the solder is the only part of 
silicon PV panels with a potential to create a neg-
ative health impact. However, as described below, 
the very limited amount of lead involved and its 
strong physical and chemical attachment to other 
components of the PV panel means that even in 
worst-case scenarios the health hazard it poses is 
insignificant.
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As with many electronic industries, the solder in sil-
icon PV panels has historically been a leadbased 
solder, often 36% lead, due to the superior prop-
erties of such solder. However, recent advances 
in lead-free solders have spurred a trend among 
PV panel manufacturers to reduce or remove the 
lead in their panels. According to the 2015 Solar 
Scorecard from the Silicon Valley Toxics Coalition, 
a group that tracks environmental responsibili-
ty of photovoltaic panel manufacturers, fourteen 
companies (increased from twelve companies in 
2014) manufacture PV panels certified to meet the 
European Restriction of Hazardous Substances 
(RoHS) standard. This means that the amount of 
cadmium and lead in the panels they manufacture 
fall below the RoHS thresholds, which are set by 
the European Union and serve as the world’s de 
facto standard for hazardous substances in man-
ufactured goods.8 The Restriction of Hazardous 
Substances (RoHS) standard requires that the 
maximum concentration found in any homog-
enous material in a produce is less than 0.01% 
cadmium and less than 0.10% lead, therefore, any 
solder can be no more than 0.10% lead.9

While some manufacturers are producing PV 
panels that meet the RoHS standard, there is no 
requirement that they do so because the RoHS 
Directive explicitly states that the directive does 
not apply to photovoltaic panels.10 The justification 
for this is provided in item 17 of the current RoHS 
Directive: “The development of renewable forms 
of energy is one of the Union’s key objectives, 
and the contribution made by renewable energy 
sources to environmental and climate objectives 
is crucial. Directive 2009/28/EC of the European 
Parliament and of the Council of 23 April 2009 on 
the promotion of the use of energy from renewable 
sources (4) recalls that there should be coherence 
between those objectives and other Union envi-
ronmental legislation. Consequently, this Directive 
should not prevent the development of renewable 
energy technologies that have no negative impact 
on health and the environment and that are sus-
tainable and economically viable.”

The use of lead is common in our modern econo-
my. However, only about 0.5% of the annual lead 
consumption in the U.S. is for electronic solder for 
all uses; PV solder makes up only a tiny portion 
of this 0.5%. Close to 90% of lead consumption 
in the US is in batteries, which do not encapsu-
late the pounds of lead contained in each typical 
automotive battery. This puts the lead in batteries 
at great risk of leaching into the environment. Es-
timates for the lead in a single PV panel with lead-
based solder range from 1.6 to 24 grams of lead, 
with 13g (less than half of an ounce) per panel 
seen most often in the literature.11 At 13 g/panel12, 
each panel contains one-half of the lead in a typi-
cal 12-gauge shotgun shell. This amount equates 
to roughly 1/750th of the lead in a single car bat-
tery. In a panel, it is all durably encapsulated from 
air or water for the full life of the panel.14

As indicated by their 20 to 30-year power warran-
ty, PV modules are designed for a long service life, 
generally over 25 years. For a panel to comply with 
its 25-year power warranty, its internal components, 
including lead, must be sealed from any moisture. 
Otherwise, they would corrode and the panel’s out-
put would fall below power warranty levels. Thus, 
the lead in operating PV modules is not at risk of 
release to the environment during their service life-
time. In extreme experiments, researchers have 
shown that lead can leach from crushed or pulver-
ized panels.15, 16 However, more real-world tests 
designed to represent typical trash compaction that 
are used to classify waste as hazardous or non-
hazardous show no danger from leaching.17,18 For 
more information about PV panel end-of-life, see 
the Panel Disposal section.

As illustrated throughout this section, silicon-based 
PV panels do not pose a material threat to public 
health and safety. The only aspect of the panels 
with potential toxicity concerns is the very small 
amount of lead in some panels. However, any lead 
in a panel is well sealed from environmental expo-
sure for the operating lifetime of the solar panel and 
thus not at risk of release into the environment.
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b. Cadmium Telluride (CdTe) PV Panels

This subsection examines the components of a 
cadmium telluride (CdTe) PV panel. Research 
demonstrates that they pose negligible toxicity 
risk to public health and safety while significant-
ly reducing the public’s exposure to cadmium by 
reducing coal emissions. As of mid-2016, a few 
hundred MWs of cadmium telluride (CdTe) panels, 
all manufactured by the U.S. company First Solar, 
have been installed in North Carolina.

Questions about the potential health and environ-
mental impacts from the use of this PV technology 
are related to the concern that these panels con-
tain cadmium, a toxic heavy metal. However, sci-
entific studies have shown that cadmium telluride 
differs from cadmium due to its high chemical and 
thermal stability.19 Research has shown that the 
tiny amount of cadmium in these panels does not 
pose a health or safety risk.20 Further, there are 
very compelling reasons to welcome its adoption 
due to reductions in unhealthy pollution associat-
ed with burning coal. Every GWh of electricity gen-
erated by burning coal produces about 4 grams of 
cadmium air emissions.21 Even though North Car-
olina produces a significant fraction of our elec-
tricity from coal, electricity from solar offsets much 
more natural gas than coal due to natural gas 
plants being able to adjust their rate of production 
more easily and quickly. If solar electricity offsets 
90% natural gas and 10% coal, each 5-megawatt 
(5 MWAC, which is generally 7 MWDC) CdTe solar 
facility in North Carolina keeps about 157 grams, 
or about a third of a pound, of cadmium out of our 
environment.22, 23

Cadmium is toxic, but all the approximately 7 
grams of cadmium in one CdTe panel is in the 
form of a chemical compound cadmium telluride,24 
which has 1/100th the toxicity of free cadmium.25 
Cadmium telluride is a very stable compound that 
is non-volatile and non-soluble in water. Even in 
the case of a fire, research shows that less than 
0.1% of the cadmium is released when a CdTe 

panel is exposed to fire. The fire melts the glass 
and encapsulates over 99.9% of the cadmium in 
the molten glass.27

It is important to understand the source of the cad-
mium used to manufacture CdTe PV panels. The 
cadmium is a byproduct of zinc and lead refining. 
The element is collected from emissions and waste 
streams during the production of these metals and 
combined with tellurium to create the CdTe used 
in PV panels. If the cadmium were not collected 
for use in the PV panels or other products, it would 
otherwise either be stockpiled for future use, ce-
mented and buried, or disposed of.28 Nearly all the 
cadmium in old or broken panels can be recycled 
which can eventually serve as the primary source 
of cadmium for new PV panels.29

Similar to silicon-based PV panels, CdTe panels 
are constructed of a tempered glass front, one 
instead of two clear plastic encapsulation layers, 
and a rear heat strengthened glass backing (to-
gether >98% by weight). The final product is built 
to withstand exposure to the elements without 
significant damage for over 25 years. While not 
representative of damage that may occur in the 
field or even at a landfill, laboratory evidence has 
illustrated that when panels are ground into a fine 
powder, very acidic water is able to leach portions 
of the cadmium and tellurium,30 similar to the pro-
cess used to recycle CdTe panels. Like many sil-
icon-based panels, CdTe panels are reported (as 
far back ask 199831 to pass the EPA’s Toxic Char-
acteristic Leaching Procedure (TCLP) test, which 
tests the potential for crushed panels in a landfill to 
leach hazardous substances into groundwater.32 
Passing this test means that they are classified 
as non-hazardous waste and can be deposited in 
landfills.33,34 For more information about PV panel 
end-of-life, see the Panel Disposal section.

There is also concern of environmental impact re-
sulting from potential catastrophic events involv-
ing CdTe PV panels. An analysis of worst-case 
scenarios for environmental impact from CdTe PV
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panels, including earthquakes, fires, and floods, 
was conducted by the University of Tokyo in 2013. 
After reviewing the extensive international body 
of research on CdTe PV technology, their report 
concluded, “Even in the worst-case scenarios, it is 
unlikely that the Cd concentrations in air and sea 
water will exceed the environmental regulation 
values.”35 In a worst-case scenario of damaged 
panels abandoned on the ground, insignificant 
amounts of cadmium will leach from the panels. 
This is because this scenario is much less condu-
cive (larger module pieces, less acidity) to leach-
ing than the conditions of the EPA’s TCLP test 
used to simulate landfill conditions, which CdTe 
panels pass.36

First Solar, a U.S. company, and the only signifi-
cant supplier of CdTe panels, has a robust panel 
take-back and recycling program that has been 
operating commercially since 2005.37 The compa-
ny states that it is “committed to providing a com-
mercially attractive recycling solution for photovol-
taic (PV) power plant and module owners to help 
them meet their module (end of life) EOL obliga-
tion simply, costeffectively and responsibly.” First 
Solar global recycling services to their custom-
ers to collect and recycle panels once they reach 
the end of productive life whether due to age or 
damage. These recycling service agreements are 
structured to be financially attractive to both First 
Solar and the solar panel owner. For First Solar, 
the contract provides the company with an afford-
able source of raw materials needed for new pan-
els and presumably a diminished risk of undesired 
release of Cd. The contract also benefits the solar 
panel owner by allowing them to avoid tipping fees 
at a waste disposal site. The legal contract helps 
provide peace of mind by ensuring compliance by 
both parties when considering the continuing trend 
of rising disposal costs and increasing regulatory 
requirements.

c. CIS/CIGS and other PV technologies

Copper indium gallium selenide PV technology, of-

ten referred to as CIGS, is the second most com-
mon type of thin-film PV panel but a distant second 
behind CdTe. CIGS cells are composed of a thin 
layer of copper, indium, gallium, and selenium on 
a glass or plastic backing. None of these elements 
are very toxic, although selenium is a regulated 
metal under the Federal Resource Conservation 
and Recovery Act (RCRA).38 The cells often also 
have an extremely thin layer of cadmium sulfide 
that contains a tiny amount of cadmium, which is 
toxic. The promise of high efficiency CIGS pan-
els drove heavy investment in this technology in 
the past. However, researchers have struggled 
to transfer high efficiency success in the lab to 
low-cost full-scale panels in the field.39 Recently, 
a CIGS manufacturer based in Japan, Solar Fron-
tier, has achieved some market success with a rig-
id, glass-faced CIGS module that competes with 
silicon panels. Solar Frontier produces the major-
ity of CIS panels on the market today.40 Notably, 
these panels are RoHS compliant,41 thus meeting 
the rigorous toxicity standard adopted by the Eu-
ropean Union even thought this directive exempts 
PV panels. The authors are unaware of any com-
pleted or proposed utility-scale system in North 
Carolina using CIS/CIGS panels.

1.2.3 Panel End-of-Life 
Management
Concerns about the volume, disposal, toxicity, and 
recycling of PV panels are addressed in this sub-
section. To put the volume of PV waste into per-
spective, consider that by 2050, when PV systems 
installed in 2020 will reach the end of their lives, it 
is estimated that the global annual PV panel waste 
tonnage will be 10% of the 2014 global e-waste 
tonnage.42 In the U.S., end-of-life disposal of so-
lar products is governed by the Federal Resource 
Conservation and Recovery Act (RCRA), as well 
as state policies in some situations. RCRA sepa-
rates waste into hazardous (not accepted at ordi-
nary landfill) and solid waste (generally accepted
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at ordinary landfill) based on a series of rules. Ac-
cording to RCRA, the way to determine if a PV 
panel is classified as hazardous waste is the Toxic 
Characteristic Leaching Procedure (TCLP) test. 
This EPA test is designed to simulate landfill dis-
posal and determine the risk of hazardous sub-
stances leaching out of the landfill.43,44,45 Multiple 
sources report that most modern PV panels (both 
crystalline silicon and cadmium telluride) pass the 
TCLP test.46,47 Some studies found that
some older (1990s) crystalline silicon panels, and 
perhaps some newer crystalline silicon panels 
(specifics are not given about vintage of panels 
tested), do not pass the lead (Pb) leachate limits 
in the TCLP test.48,49

The test begins with the crushing of a panel into 
centimeter-sized pieces. The pieces are then 
mixed in an acid bath. After tumbling for eighteen 
hours, the fluid is tested for forty hazardous sub-
stances that all must be below specific threshold 
levels to pass the test. Research comparing TCLP 
conditions to conditions of damaged panels in the 
field found that simulated landfill conditions pro-
vide overly conservative estimates of leaching for 
field-damaged panels.50 Additionally, research in 
Japan has found no detectable Cd leaching from 
cracked CdTe panels when exposed to simulated 
acid rain.51

Although modern panels can generally be land-
filled, they can also be recycled. Even though 
recent waste volume has not been adequate 
to support significant PV-specific recycling in-
frastructure, the existing recycling industry in 
North Carolina reports that it recycles much of 
the current small volume of broken PV panels. In 
an informal survey conducted by the NC Clean 
Energy Technology Center survey in early 2016, 
seven of the eight large active North Carolina 
utility-scale solar developers surveyed report-
ed that they send damaged panels back to the 
manufacturer and/or to a local recycler. Only one 
developer reported sending damaged panels to 
the landfill.

The developers reported at that time that they are 
usually paid a small amount per panel by local re-
cycling firms. In early 2017, a PV developer re-
ported that a local recycler was charging a small 
fee per panel to recycle damaged PV panels. The 
local recycling firm known to authors to accept PV 
panels described their current PV panel recycling 
practice as of early 2016 as removing the alumi-
num frame for local recycling and removing the 
wire leads for local copper recycling. The remain-
der of the panel is sent to a facility for processing 
the non-metallic portions of crushed vehicles, re-
ferred to as “fluff” in the recycling industry.52 This 
processing within existing general recycling plants 
allows for significant material recovery of major 
components, including glass which is 80% of the 
module weight, but at lower yields than PV-spe-
cific recycling plants. Notably almost half of the 
material value in a PV panel is in the few grams 
of silver contained in almost every PV panel pro-
duced today. In the long-term, dedicated PV panel 
recycling plants can increase treatment capacities 
and maximize revenues resulting in better output 
quality and the ability to recover a greater fraction 
of the useful materials.53 PV-specific panel recy-
cling technologies have been researched and im-
plemented to some extent for the past decade, and 
have been shown to be able to recover over 95% 
of PV material (semiconductor) and over 90% of 
the glass in a PV panel.54

A look at global PV recycling trends hints at the 
future possibilities of the practice in our country. 
Europe installed MW-scale volumes of PV years 
before the U.S. In 2007, a public-private partner-
ship between the European Union and the solar 
industry set up a voluntary collection and recycling 
system called PV CYCLE. This arrangement was 
later made mandatory under the EU’s WEEE di-
rective, a program for waste electrical and elec-
tronic equipment.55 Its member companies (PV 
panel producers) fully finance the association. 
This makes it possible for end-users to return the 
member companies’ defective panels for recycling 
at any of the over 300 collection points around
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Europe without added costs. Additionally, PV 
CYCLE will pick up batches of 40 or more used 
panels at no cost to the user. This arrangement 
has been very successful, collecting and recycling 
over 13,000 tons by the end of 2015.56

In 2012, the WEEE Directive added the end-of-life 
collection and recycling of PV panels to its scope.57 
This directive is based on the principle of extend-
ed-producer-responsibility. It has a global impact be-
cause producers that want to sell into the EU market 
are legally responsible for end-of-life management. 
Starting in 2018, this directive targets that 85% of PV 
products “put in the market” in Europe are recovered 
and 80% is prepared for reuse and recycling. 

The success of the PV panel collection and recycling 
practices in Europe provides promise for the future 
of recycling in the U.S. In mid-2016, the US Solar 
Energy Industry Association (SEIA) announced that 
they are starting a national solar panel recycling pro-
gram with the guidance and support of many leading 
PV panel producers.58 The program will aggregate 
the services offered by recycling vendors and PV 
manufacturers, which will make it easier for consum-
ers to select a cost-effective and environmentally re-
sponsible end-of-life management solution for their 
PV products. According to SEIA, they are planning 
the program in an effort to make the entire industry 
landfill-free. In addition to the national recycling net-
work program, the program will provide a portal for 
system owners and consumers with information on 
how to responsibly recycle their PV systems.

While a cautious approach toward the potential 
for negative environmental and/or health impacts 
from retired PV panels is fully warranted, this sec-
tion has shown that the positive health impacts 
of reduced emissions from fossil fuel combustion 
from PV systems more than outweighs any poten-
tial risk. Testing shows that silicon and CdTe pan-
els are both safe to dispose of in landfills, and are 
also safe in worst case conditions of abandonment 
or damage in a disaster. Additionally, analysis by 
local engineers has found that the current salvage 

value of the equipment in a utility scale PV facili-
ty generally exceeds general contractor estimates 
for the cost to remove the entire PV system.59,60,61

1.2.4 Non-Panel  
System Components 
(racking, wiring, inverter, transformer)

While previous toxicity subsections discussed PV 
panels, this subsection describes the non-panel 
components of utility-scale PV systems and inves-
tigates any potential public health and safety con-
cerns. The most significant non-panel component 
of a ground-mounted PV system is the mounting 
structure of the rows of panels, commonly referred 
to as “racking”. The vertical post portion of the rack-
ing is galvanized steel and the remaining above-
ground racking components are either galvanized 
steel or aluminum, which are both extremely com-
mon and benign building materials. The inverters 
that make the solar generated electricity ready to 
send to the grid have weather-proof steel enclo-
sures that protect the working components from 
the elements. The only fluids that they might con-
tain are associated with their cooling systems, 
which are not unlike the cooling system in a com-
puter. Many inverters today are RoHS compliant. 

The electrical transformers (to boost the inverter 
output voltage to the voltage of the utility connec-
tion point) do contain a liquid cooling oil. However, 
the fluid used for that function is either a nontoxic 
mineral oil or a biodegradable non-toxic vegetable 
oil, such as BIOTEMP from ABB. These vegetable 
transformer oils have the additional advantage of 
being much less flammable than traditional min-
eral oils. Significant health hazards are associ-
ated with old transformers containing cooling oil 
with toxic PCBs. Transfers with PCB-containing oil 
were common before PCBs were outlawed in the 
U.S. in 1979. PCBs still exist in older transformers 
in the field across the country.
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Other than a few utility research sites, there are no 
batteries on- or off-site associated with utility-scale 
solar energy facilities in North Carolina, avoiding 
any potential health or safety concerns related to 
battery technologies. However, as battery technol-
ogies continue to improve and prices continue to 
decline we are likely to start seeing some batter-
ies at solar facilities. Lithium ion batteries current-
ly dominate the world utility-scale battery market, 
which are not very toxic. No non-panel system 
components were found to pose any health or en-
vironmental dangers.

1.4 Operations  
and Maintenance –  
Panel Washing and  
Vegetation Control
Throughout the eastern U.S., the climate provides 
frequent and heavy enough rain to keep panels 
adequately clean. This dependable weather pat-
tern eliminates the need to wash the panels on a 
regular basis. Some system owners may choose 
to wash panels as often as once a year to increase 
production, but most in N.C. do not regularly wash 
any PV panels. Dirt build up over time may justify 
panel washing a few times over the panels’ life-
time; however, nothing more than soap and water 
are required for this activity.

The maintenance of ground-mounted PV facili-
ties requires that vegetation be kept low, both for 
aesthetics and to avoid shading of the PV panels. 
Several approaches are used to maintain vegeta-
tion at NC solar facilities, including planting of lim-
ited-height species, mowing, weed-eating, herbi-
cides, and grazing livestock (sheep). The following 
descriptions of vegetation maintenance practices 
are based on interviews with several solar devel-
opers as well as with three maintenance firms that 
together are contracted to maintain well over 100 

of the solar facilities in N.C. The majority of solar 
facilities in North Carolina maintain vegetation pri-
marily by mowing. Each row of panels has a single 
row of supports, allowing sickle mowers to mow 
under the panels. The sites usually require mow-
ing about once a month during the growing sea-
son. Some sites employ sheep to graze the site, 
which greatly reduces the human effort required to 
maintain the vegetation and produces high quality 
lamb meat.62

In addition to mowing and weed eating, solar fa-
cilities often use some herbicides. Solar facilities 
generally do not spray herbicides over the entire 
acreage; rather they apply them only in strategic 
locations such as at the base of the perimeter 
fence, around exterior vegetative buffer, on interior 
dirt roads, and near the panel support posts. Also 
unlike many row crop operations, solar facilities 
generally use only general use herbicides, which 
are available over the counter, as opposed to re-
stricted use herbicides commonly used in com-
mercial agriculture that require a special restricted 
use license. The herbicides used at solar facilities 
are primarily 2-4-D and glyphosate (Round-up®), 
which are two of the most common herbicides 
used in lawns, parks, and agriculture across the 
country. One maintenance firm that was inter-
viewed sprays the grass with a class of herbicide 
known as a growth regulator in order to slow the 
growth of grass so that mowing is only required 
twice a year. Growth regulators are commonly 
used on highway roadsides and golf courses for 
the same purpose. A commercial pesticide appli-
cator license is required for anyone other than the 
landowner to apply herbicides, which helps ensure 
that all applicators are adequately educated about 
proper herbicide use and application. The license 
must be renewed annually and requires passing 
of a certification exam appropriate to the area in 
which the applicator wishes to work. Based on the 
limited data available, it appears that solar facili-
ties in N.C. generally use significantly less herbi-
cides per acre than most commercial agriculture 
or lawn maintenance services.
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2. Electromagnetic 
Fields (EMF)
PV systems do not emit any material during their 
operation; however, they do generate electromag-
netic fields (EMF), sometimes referred to as radi-
ation. EMF produced by electricity is non-ionizing 
radiation, meaning the radiation has enough en-
ergy to move atoms in a molecule around (experi-
enced as heat), but not enough energy to remove 
electrons from an atom or molecule (ionize) or to 
damage DNA. As shown below, modern humans 
are all exposed to EMF throughout our daily lives 
without negative health impact. Someone outside 
of the fenced perimeter of a solar facility is not 
exposed to significant EMF from the solar facility. 
Therefore, there is no negative health impact from 
the EMF produced in a solar farm. The following 
paragraphs provide some additional background 
and detail to support this conclusion.

Since the 1970s, some have expressed concern 
over potential health consequences of EMF from 
electricity, but no studies have ever shown this 
EMF to cause health problems.63 These concerns 
are based on some epidemiological studies that 
found a slight increase in childhood leukemia 
associated with average exposure to residential 
power-frequency magnetic fields above 0.3 to 0.4 
µT (microteslas) (equal to 3.0 to 4.0 mG (milli-
gauss)). µT and mG are both units used to mea-
sure magnetic field strength. For comparison, the 
average exposure for people in the U.S. is one 
mG or 0.1 µT, with about 1% of the population 
with an average exposure in excess of 0.4 µT (or 
4 mG).64 These epidemiological studies, which 
found an association but not a causal relation-
ship, led the World Health Organization’s Interna-
tional Agency for Research on Cancer (IARC) to 
classify ELF magnetic fields as “possibly carcino-
genic to humans”. Coffee also has this classifi-
cation. This classification means there is limited 
evidence but not enough evidence to designate 

as either a “probable carcinogen” or “human 
carcinogen”. Overall, there is very little concern 
that ELF EMF damages public health. The only 
concern that does exist is for long-term exposure 
above 0.4 µT (4 mG) that may have some con-
nection to increased cases of childhood leuke-
mia. In 1997, the National Academies of Science 
were directed by Congress to examine this con-
cern and concluded:

“Based on a comprehensive evaluation of pub-
lished studies relating to the effects of power-fre-
quency electric and magnetic fields on cells, tis-
sues, and organisms (including humans), the 
conclusion of the committee is that the current 
body of evidence does not show that exposure 
to these fields presents a human-health hazard. 
Specifically, no conclusive and consistent evi-
dence shows that exposures to residential electric 
and magnetic fields produce cancer, adverse neu-
robehavioral effects, or reproductive and develop-
mental effects.”65

There are two aspects to electromagnetic fields, 
an electric field and a magnetic field. The elec-
tric field is generated by voltage and the mag-
netic field is generated by electric current, i.e., 
moving electrons. A task group of scientific ex-
perts convened by the World Health Organiza-
tion (WHO) in 2005 concluded that there were no 
substantive health issues related to electric fields 
(0 to 100,000 Hz) at levels generally encoun-
tered by members of the public.66 The relatively 
low voltages in a solar facility and the fact that 
electric fields are easily shielded (i.e., blocked) 
by common materials, such as plastic, metal, or 
soil means that there is no concern of negative 
health impacts from the electric fields generated 
by a solar facility. Thus, the remainder of this sec-
tion addresses magnetic fields. Magnetic fields 
are not shielded by most common materials and 
thus can easily pass through them. Both types of 
fields are strongest close to the source of elec-
tric generation and weaken quickly with distance 
from the source.
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The direct current (DC) electricity produced by PV 
panels produce stationary (0 Hz) electric and mag-
netic fields. Because of minimal concern about po-
tential risks of stationary fields, little scientific re-
search has examined stationary fields’ impact on 
human health.67 In even the largest PV facilities, 
the DC voltages and currents are not very high. 
One can illustrate the weakness of the EMF gen-
erated by a PV panel by placing a compass on an 
operating solar panel and observing that the nee-
dle still points north.

While the electricity throughout the majority of a 
solar site is DC electricity, the inverters convert 
this DC electricity to alternating current (AC) elec-
tricity matching the 60 Hz frequency of the grid. 
Therefore, the inverters and the wires delivering 
this power to the grid are producing non-station-
ary EMF, known as extremely low frequency (ELF) 
EMF, normally oscillating with a frequency of 60 
Hz. This frequency is at the low-energy end of the 
electromagnetic spectrum. Therefore, it has less 
energy than other commonly encountered types 
of non-ionizing radiation like radio waves, infrared 
radiation, and visible light.

The wide use of electricity results in background 
levels of ELF EMFs in nearly all locations where 
people spend time – homes, workplaces, schools, 
cars, the supermarket, etc. A person’s average ex-
posure depends upon the sources they encounter, 
how close they are to them, and the amount of 
time they spend there.68 As stated above, the av-
erage exposure to magnetic fields in the U.S. is 
estimated to be around one mG or 0.1 µT, but can 
vary considerably depending on a person’s expo-
sure to EMF from electrical devices and wiring.69 
At times we are often exposed to much higher ELF 
magnetic fields, for example when standing three 
feet from a refrigerator the ELF magnetic field is 
6 mG and when standing three feet from a micro-
wave oven the field is about 50 mG.70 The strength 
of these fields diminish quickly with distance from 
the source, but when surrounded by electricity in 
our homes and other buildings moving away from 

one source moves you closer to another. However, 
unless you are inside of the fence at a utility-scale 
solar facility or electrical substation it is impossible 
to get very close to the EMF sources. Because 
of this, EMF levels at the fence of electrical sub-
stations containing high voltages and currents are 
considered “generally negligible”.71,72

The strength of ELF-EMF present at the perimeter 
of a solar facility or near a PV system in a commer-
cial or residential building is significantly lower than 
the typical American’s average EMF exposure.73,74 
Researchers in Massachusetts measured mag-
netic fields at PV projects and found the magnetic 
fields dropped to very low levels of 0.5 mG or less, 
and in many cases to less than background levels 
(0.2 mG), at distances of no more than nine feet 
from the residential inverters and 150 feet from 
the utility-scale inverters.75 Even when measured 
within a few feet of the utility-scale inverter, the 
ELF magnetic fields were well below the Interna-
tional Commission on Non-Ionizing Radiation Pro-
tection’s recommended magnetic field level ex-
posure limit for the general public of 2,000 mG.76 
It is typical that utility scale designs locate large 
inverters central to the PV panels that feed them 
because this minimizes the length of wire required 
and shields neighbors from the sound of the in-
verter’s cooling fans. Thus, it is rare for a large 
PV inverter to be within 150 feet of the project’s 
security fence.

Anyone relying on a medical device such as 
pacemaker or other implanted device to maintain 
proper heart rhythm may have concern about the 
potential for a solar project to interfere with the 
operation of his or her device. However, there is 
no reason for concern because the EMF outside 
of the solar facility’s fence is less than 1/1000 of 
the level at which manufacturers test for ELF EMF 
interference, which is 1,000 mG.77 Manufacturers 
of potentially affected implanted devices often pro-
vide advice on electromagnetic interference that 
includes avoiding letting the implanted device get 
too close to certain sources of fields such as some
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household appliances, some walkie-talkies, and 
similar transmitting devices. Some manufactur-
ers’ literature does not mention high-voltage pow-
er lines, some say that exposure in public areas 
should not give interference, and some advise not 
spending extended periods of time close to power 
lines.78

3. Electric Shock and 
Arc Flash Hazards
There is a real danger of electric shock to any-
one entering any of the electrical cabinets such as 
combiner boxes, disconnect switches, inverters, 
or transformers; or otherwise coming in contact 
with voltages over 50 Volts.79 Another electrical 
hazard is an arc flash, which is an explosion of en-
ergy that can occur in a short circuit situation. This 
explosive release of energy causes a flash of heat 
and a shockwave, both of which can cause seri-
ous injury or death. Properly trained and equipped 
technicians and electricians know how to safely 
install, test, and repair PV systems, but there is al-
ways some risk of injury when hazardous voltages 
and/or currents are present. Untrained individuals 
should not attempt to inspect, test, or repair any 
aspect of a PV system due to the potential for inju-
ry or death due to electric shock and arc flash, The 
National Electric Code (NEC) requires appropriate 
levels of warning signs on all electrical compo-
nents based on the level of danger determined by 
the voltages and current potentials. The national 
electric code also requires the site to be secured 
from unauthorized visitors with either a six-foot 
chain link fence with three strands of barbed wire 
or an eight-foot fence, both with adequate hazard 
warning signs.

4. Fire Safety
The possibility of fires resulting from or intensified 
by PV systems may trigger concern among the 

general public as well as among firefighters. How-
ever, concern over solar fire hazards should be 
limited because only a small portion of materials in 
the panels are flammable, and those components 
cannot self-support a significant fire. Flammable 
components of PV panels include the thin layers 
of polymer encapsulates surrounding the PV cells, 
polymer backsheets (framed panels only), plas-
tic junction boxes on rear of panel, and insulation 
on wiring. The rest of the panel is composed of 
non-flammable components, notably including 
one or two layers of protective glass that make up 
over three quarters of the panel’s weight.

Heat from a small flame is not adequate to ignite a 
PV panel, but heat from a more intense fire or en-
ergy from an electrical fault can ignite a PV panel.80 
One real-world example of this occurred during 
July 2015 in an arid area of California. Three acres 
of grass under a thin film PV facility burned without 
igniting the panels mounted on fixed-tilt racks just 
above the grass.81 While it is possible for electri-
cal faults in PV systems on homes or commercial 
buildings to start a fire, this is extremely rare.82 
Improving understanding of the PV-specific risks, 
safer system designs, and updated fire-related 
codes and standards will continue to reduce the 
risk of fire caused by PV systems.

PV systems on buildings can affect firefighters 
in two primary ways, 1) impact their methods of 
fighting the fire, and 2) pose safety hazard to the 
firefighters. One of the most important techniques 
that firefighters use to suppress fire is ventilation 
of a building’s roof. This technique allows super-
heated toxic gases to quickly exit the building. By 
doing so, the firefighters gain easier and safer 
access to the building, Ventilation of the roof also 
makes the challenge of putting out the fire easier. 
However, the placement of rooftop PV panels may 
interfere with ventilating the roof by limiting access 
to desired venting locations.

New solar-specific building code requirements 
are working to minimize these concerns. Also, the
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latest National Electric Code has added require-
ments that make it easier for first responders to 
safely and effectively turn off a PV system. Con-
cern for firefighting a building with PV can be re-
duced with proper fire fighter training, system 
design, and installation. Numerous organizations 
have studied fire fighter safety related to PV. Many 
organizations have published valuable guides and 
training programs. Some notable examples are 
listed below.

• The International Association of Fire Fight-
ers (IAFF) and International Renewable 
Energy Council (IREC) partnered to create 
an online training course that is far beyond 
the PowerPoint click-andview model. The 
self-paced online course, “Solar PV Safety 
for Fire Fighters,” features rich video con-
tent and simulated environments so fire 
fighters can practice the knowledge they’ve 
learned. www.iaff.org/pvsafetytraining

• Photovoltaic Systems and the Fire Code: 
Office of NC Fire Marshal

• Fire Service Training, Underwriter’s Labo-
ratory

• Firefighter Safety and Response for Solar 
Power Systems, National Fire Protection 
Research Foundation

• Bridging the Gap: Fire Safety & Green 
Buildings, National Association of State Fire 
Marshalls

• Guidelines for Fire Safety Elements of So-
lar Photovoltaic Systems, Orange County 
Fire Chiefs Association

• Solar Photovoltaic Installation Guidelines, 
California Department of Forestry & Fire 
Protection, Office of the State Fire Marshall

• PV Safety & Firefighting, Matthew Paiss, 
Homepower Magazine

• PV Safety and Code Development: Mat-
thew Paiss, Cooperative Research Network

Summary
The purpose of this paper is to address and al-
leviate concerns of public health and safety for 
utility-scale solar PV projects. Concerns of public 
health and safety were divided and discussed in 
the four following sections: (1) Toxicity, (2) Electro-
magnetic Fields, (3) Electric Shock and Arc Flash, 
and (4) Fire. In each of these sections, the nega-
tive health and safety impacts of utility-scale PV 
development were shown to be negligible, while 
the public health and safety benefits of installing 
these facilities are significant and far outweigh any 
negative impacts.
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